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(A) Support of the structure during
construction,

(B) Employment of a sufficient num-
ber of competent workmen and inspec-
tors to maintain an adequate quality of
work,

(C) Storage of cement and
prestressing tendons in weathertight
areas,

(D) Storage of admixtures and
epoxies according to manufacturers’
specifications, and

(E) Storage of aggregates to limit
segregation, contamination by delete-
rious substances, and moisture vari-
ations within the stockpile.

(iii) Inspection shall verify that the
following operations, as applicable to
the planned platform, have been ac-
complished in a manner conforming to
approved plans or drawings developed
for these operations:

(A) Loadout,
(B) Towing arrangements,
(C) Positioning at the site,
(D) Installation, and
(E) Final field erection.
(iv) To determine if overstressing of

the platform during transportation has
occurred, towing records shall be re-
viewed to ascertain if conditions dur-
ing the towing operations exceeded
those employed in the analyses re-
quired by § 250.910(c) of this part.

(9) Records. The following construc-
tion records shall be compiled, re-
tained, and made available for inspec-
tion by MMS representatives:

(i) Material certificates and test re-
ports;

(ii) Tensioning and grouting records;
(iii) Concreting records including

weight, moisture content, mix propor-
tions, test methods and results, ambi-
ent conditions during the pour, and
test equipment calibration data;

(iv) Deviations from design or fab-
rication specifications and repairs car-
ried out;

(v) Towing records; and
(vi) Data on initial structural settle-

ments.

[53 FR 10690, Apr. 1, 1988; 53 FR 26067, July 11,
1988. Redesignated and amended at 63 FR
29479, 29486, May 29, 1998; 64 FR 9065, Feb. 24,
1999]

§ 250.912 Periodic inspection and
maintenance.

(a) All platforms installed in the OCS
shall be inspected periodically in ac-
cordance with the provisions of API RP
2A, section 14, Surveys. However, use of
an inspection interval which exceeds 5
years shall require prior approval by
the Regional Supervisor. Proper main-
tenance shall be performed to assure
the structural integrity of the platform
as a workbase for oil and gas oper-
ations.

(b) A report shall be submitted annu-
ally on November 1 to the Regional Su-
pervisor stating which platforms have
been inspected in the preceding 12
months, the extent and area of inspec-
tion, and the type of inspection em-
ployed, i.e., visual, magnetic particle,
ultrasonic testing. A summary of the
testing results shall be submitted indi-
cating what repairs, if any, were need-
ed and the overall structural condition
of the platform.

[53 FR 10690, Apr. 1, 1988, as amended at 55
FR 51415, Dec. 14, 1990. Redesignated at 63 FR
29479, May 29, 1998]

§ 250.913 Platform removal and loca-
tion clearance.

(a) The lessee shall remove all struc-
tures in a manner approved by the Re-
gional Supervisor to assure that the lo-
cation has been cleared of all obstruc-
tions to other activities in the area.

(b) All platforms (including casing,
wellhead equipment, templates, and
piling) shall be removed by the lessee
to a depth of at least 15 feet below the
ocean floor or to a depth approved by
the Regional Supervisor based upon the
type of structure or ocean-bottom con-
ditions.

(c) The lessee shall verify by appro-
priate means that the location has
been cleared of all obstructions. The
results of the location clearance survey
shall be submitted to the Regional Su-
pervisor by means of a letter from the
company performing the work certi-
fying that the area was cleared of all
obstructions, the date the work was
performed, the extent of the area sur-
veyed, and the survey method used.
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